KSL, KSK

Pfrisazena LED svitidla s krytem

Téleso:

Bile praskové lakovany (RAL 9016) ocelovy plech

Bila plastova Cela

Opticky systém:

KS - semiopélovy PMMA kryt

LED:

Mid Power LED

CRI 80 (CRI 90 na vyzadani)

3... tepla bilda 3000K

4... studena bila 4000K

El. vystroj:

Proudovy LED driver

ND - nestmivatelné

DALI - stmivatelné DALI

DIM - stmivatelné analogové 1-10V

Aplikace:

- pro pfisazenou nebo zavésnou montaz - obchody, skoly, spolecenské,
sportovni a obytné prostory

Prislusenstvi:

Ochranna mfiz OM

Varianty svitidla:

KSL - provedeni svitidla v kryti IP20

KSK - provedeni svitidla v kryti IP44

ZAKLADNA A CELO SVITIDLA / DEMONTAZ KRYTU / COVER
BASE AND END CUP REMOVAL
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LED fittings with cover
Body:

White painted (RAL 9016) metal sheet
White plastic endcaps

Optic:

KS - semiopal PMMA cover

LED:

Mid Power LED

CRI 80 (CRI 90 on request)

3...warm white 3000K

4...cold white 4000K

Wiring:

constant current LED driver

ND - not dimmable (standard)

DALI - dimmable DALI

DIM - dimmable 1-10V

Application:

These light fittings can be used as surface mounted or suspended.
Accessories:

Protection grid - OM

Variants:
KSL - IP protection IP20
KSK - IP protection IP44

KSK IP44 TELO / KSK IP44 BODY




Kodové oznaceni svitidla / codes: KSL4000M3KS/ND

KSL 4000 M 3 KS /ND
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w Im Im/W A B C X (KSL) X (KSK) kg LED=C>
KSL(K)2000S&KS# 21 2500 119 683 540 540 2,2
KSL(K)2000M&KS# 20 2500 125
KSL(K)4000M&KS# 41 5000 122 1293 1150 1000 2,6 2x36W T8
208 77
KSL(K)8000OM&KS# 65 7 500 115 2x54WT5
KSL(K)3000L&KS# 30 4000 133
1593 1450 1200 3,1
KSL(K)6000L&KS# 63 7 300 116 2x58W T8

&-3 =3000K, 4 = 4000K,

Uvedené udaje mohou byt béhem platnosti tohoto katalogu bez upozornéni zménény.

Im - svételny vykon svitidla / luminaire light output

Vypadek jednotlivého LED cipu, odchylka svételného toku a piikonu svitidla +/-10% jakoz
i teploty chromati¢nosti +/-150K jsou v souladu s platnymi standardy pfipustné a nejsou divodem k reklamaci svitidla. | Due to MODUS program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + / - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the nominal value. The failure of
1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.

# - el. vystroj / wiring




